






















Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners 
and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights. 
 
• Users may download and print one copy of any publication from the public portal for the purpose of private study or research. 
• You may not further distribute the material or use it for any profit-making activity or commercial gain 
• You may freely distribute the URL identifying the publication in the public portal  
 
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately 
and investigate your claim. 
   
 
Downloaded from orbit.dtu.dk on: Dec 21, 2017
Vertically Polarized Omnidirectional Printed Slot Loop AntennaPrinted Slot Loop
Antenna (invited)






Publisher's PDF, also known as Version of record
Link back to DTU Orbit
Citation (APA):
Kammersgaard, N. P. I., Kvist, S. H., Thaysen, J., & Jakobsen, K. B. (2015). Vertically Polarized Omnidirectional
Printed Slot Loop AntennaPrinted Slot Loop Antenna (invited). Fermate, 13.
Vertically Polarized Omnidirectional 
Printed Slot Loop Antenna
Nikolaj P. I. Kammersgaard*†, Søren H. Kvist†, Jesper Thaysen†, 
and Kaj B. Jakobsen*
*D t t f El t i l E i i  T h i l U i it  f D kepar men o ec r ca ng neer ng, ec n ca n vers y o enmar ,
DK-2800 Lyngby, Denmark.
†GN ReSound A/S, Lautrupbjerg 7, DK-2750 Ballerup, Denmark.
npivka@elektro dtu dk  skvist@gnresound com. . , . ,
thaysen@gnresound.com, kbj@elektro.dtu.dk
DTU Electrical Engineering, Technical University of Denmark
Forum for Electromagnetic Research Methods and Application Technologies (FERMAT)
*This use of this work is restricted solely for academic purposes. The author of this work owns the copyright and no 
reproduction in any form is permitted without written permission by the author.*
Abstract
A novel vertically  polarized d,  omnidirectional l,  printed slot loop antenna has s  
been designed, simulated, fabricated, and measured. The slot loop works 
as a magnetic loop. The loop is loaded with inductors to insure uniform and 
in-phase fields in the slot in order to obtain an omnidirectional radiation 
pattern. The antenna is designed for the 2.45 GHz Industrial, Scientific and 
Medical band. Applications of the antenna are many. One is for on-body 
applications since it is ideal for launching a creeping waves due to the 
polar izati ion.
Keywords: Babinet's principle, inductive loading, on-body, polarization, 
slot antenna
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Dimensions
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Introduction
The number of applications for Wireless Body Area Networks (WBAN) has increased rapidly in recent 
years. The ever smaller electronics enable these applications, which at the same time call for 
improved antennas. Many of the applications are designed for the worldwide and license free 
Industrial, Scientific, and Medical (ISM) band at 2.45 GHz. Propagation at 2.45 GHz through the 
human body is very lossy [1]. Instead, the electromagnetic energy creeps around the human body 
[2]. It has been shown that when the polarization of the electrical field is perpendicular to the 
surface of the human body, it is far more efficient in launching creeping waves [3]. The  inspiration 
for the antenna originates from the antenna found in [4]  which is an electric loop antenna  The , .
antenna in [4] is horizontally polarized and thus gives a parallel polarization if placed flat on the 
human body. By the use of Babinet’s principle with Booker’s extension as found in [5] it is seen that 
by interchanging the areas covered with copper with those not covered by copper, the polarization 
can be change to vertical. The impedance of the complimentary antenna is [5]:
where Zelectric is the impedance of the original antenna and η is the intrinsic impedance of the media 
in which the antenna is placed. Since this results in a too large impedance for the complimentary 
antenna  the antenna design in [4] has been modified
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Simulation and Measurement Results (1)
The simulated and measured reflection 
coefficient between 2 GHz and 3 GHz 
can be seen in the Smith chart. At 
2 45 GHz the magnitude of the .
simulated and measured reflection 
coefficient is −8.54 dB and −5.15 dB, 
respectively. The simulated and 
d 6 dB b d idth i  100 MHmeasure - an w s z
and 285 MHz, respectively. As seen 
the simulated antenna is well matched 
for the 2.45-GHz ISM band as intended 
where as the measured antenna is 
shifted to a center frequency at 2.54 
GHz.
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Simulation and Measurement Results (2)
The simulated radiation pattern at 2.45 
GHz can be seen. The peak gain is 1.9 dBi
and the radiation efficiency is 71.0 %. It 
is seen that the radiation pattern is not 
that of a small magnetic loop antenna. 
The difference is the null in the XY-plane. 
This is caused by the truncation of the 
copper plane. The antenna is almost 
completely θ-polarized with a peak gain 
for the θ-component and the φ-
component of 1.9 dBi and –10.9 dBi, 
respectively.
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Simulation and Measurement Results (3)
The simulated complex magnitude of the surface currents on the antenna can been 
seen at the bottom (left). It is seen that each of the inductors carry approximately the 
same current on them. The simulated electric field in the slot is shown at the bottom 
(right). The field is plotted as vectors at the phase where it is at a maximum.
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Conclusion
A novel vertically polarized  omnidirectional  printed slot loop antenna , ,
has been successfully designed, simulated, fabricated, and measured. 
The antenna is designed for the ISM band at 2.45 GHz. The polarization 
of the antenna and the omnidirectional radiation pattern is obtained by 
loading the slot with inductors to insure a uniform electric field in the 
slot. This makes the antenna behave like a small slot loop. Due to the 
polarization it is suitable for on-body applications. The antenna is well 
matched in the entire ISM band. The antenna is almost completely θ-
polarized. The peak gain is 1.9 dBi and the efficiency 71.0 %. If needed, 
it is possible to further reduce the size of the antenna, e.g., for smaller 
applications. One way to do this is to reduce the size of the loop, while 
the inductance of the shunt inductors are increased.
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